
Perfect Cable Coaching

WALL TRUNKINGS

· made from plastic

· made from aluminium

· made from sheet steel



Perfect Cable Coaching

 is an owner managed German company. In alliance 

with the sister company WEST-CHEMIE, a manufacturer 

of PVC granulates, the production process starts with 

the manufacturing of raw material. Furthermore,   

possesses both the technical process know-how in the 

extrusion of profiles and a unique innovative product  

range.  has been established on the market of elec-

trical installations for more than 25 years and is now-

adays one of the leading European companies and a 

Specialist in terms of the manufacturing and the distri-

bution of cable management systems made from PVC, 

halogen-free plastics, aluminium and sheet steel.

LFG / FB Installation trunking systems

BR / MBR Wall trunking systems  

RS Installation pole systems   

VVE Prewired units

SL Skirting trunking systems  

VK Slotted cable trunking systems 

Wide range of accessories   



Perfect Cable Coaching

Wall trunkings made from plastic

Description colour cover page

BR white (9010) 80mm  ............................................................    3-4

Micro-BR white (9010) 45mm  ............................................................    3-4

Wall trunkings made from aluminium

Description colour cover page

BRA natural anodised 80mm  ............................................................    5-6

BRA coated in white (9010) 80mm  ............................................................    5-6

Micro-BRA natural anodised 45mm  ............................................................    5-6

Micro-BRA coated in white (9010) 45mm  ............................................................    5-6

Wall trunkings made from sheet steel

Description colour cover page

BRS white (9010) 80mm  ............................................................    7-8

Micro-BRS white (9010) 45mm  ............................................................    7-8

Accessories

Device installation for BR, BRA and BRS wall trunkings      ................................................    9

Device installation for Micro-BR, Micro-BRA and Micro-BRS wall trunkings     ...............................................    10

Console mounting for wall trunkings     ...............................................    10



MBR 65x100/45 
dimension: 65x100mm

white 
(9010)

12 15 7900 
pack.: 8 m

7903 
pack.: 40 m

7930 
pack.: 1 pc.

7914 
pack.: 1 pc.

MBR 65x130/45 
dimension: 65x130mm 
with 2 tracks

white 
(9010)

10 12 7904 
pack.: 8 m

7903 
pack.: 40 m

7954 
pack.: 1 pc.

7916 
pack.: 1 pc.

A Filling level 50% · BR: with accessory box · Micro-BR with M45 devices · All indications without engagement, subject to modifications · Other colours on request 

Device installation: see „Accessories“ (page 9 and 10) · All pictures and drawings similar
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WALL TRUNKING SYSTEM – made from plastic
Purpose of the system and usage recommendation for the BR wall trunking system:
Installation in offices, workshops and laboratories regularly subject to high mechanical loads and with functional interior architectural designs (administrations, doctors’ offices, hospitals).

Mounting properties and system accessories for the BR wall trunking system (excerpt of product range):
Base and cover of the trunkings are 2m in length, the trunking base is two-rowed perforated (BR 60x170 four-rowed) and with a continuously molded DIN rail for the click-mounting of accessory boxes and 
separation plates to separate the systems. Molded parts for rounding corners (adjustable), flat angles, T- and cross pieces, end pieces, wall brackets are available. In combination with a wall connection blind 
a vertical installation (as an installation column) is possible. Colour: pure white (9010); other colours on request.      

Device installation / mounting options for the BR wall trunking system:
Compatible with almost all commercially available switch ranges for flush-mounted installation using standard accessory boxes (single and double), for the use of KSE prewired socket units  
(double and triple) and KSE/M45 adapter frames (double and triple) in combination with M45 device modules.  

BR wall trunking system  
(cover plate 80mm width)

Micro-BR wall trunking system 
(cover plate 45mm width)

BR 60x110/80 
dimension: 62x110mm

white 
(9010)

8 10 12803 
pack.: 8 m

12717 
pack.: 8 m

11706 
pack.: 40 m

3195 
pack.: 20 pc.

18360 
pack.: 1 pc.

12722 
pack.: 1 pc.

BR 60x130/80 
dimension: 62x130mm

white 
(9010)

12 14 17999 
pack.: 8 m

11708 
pack.: 8 m

11706 
pack.: 40 m

3195 
pack.: 20 pc.

18305 
pack.: 1 pc.

12804 
pack.: 1 pc.

BR 60x170/80 
dimension: 62x170mm

white 
(9010)

18 22 18040 
pack.: 8 m

18041 
pack.: 8 m

11706 
pack.: 40 m

3195 
pack.: 20 pc.

18364 
pack.: 1 pc.

11776 
pack.: 1 pc.



Other colours on request · All indications without engagement, subject to modifications · All pictures and drawings similar 

Device installation: see „Accessories“ (page 9 and 10) 
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MICRO WALL TRUNKING SYSTEM - made from plastic
Purpose of the system and usage recommendation for the Micro-BR wall trunking system: 
Workstation installation with minimum space requirement in offices, workshops and laboratories regularly subject to high mechanical loads and with functional interior architectural designs  
(administrations, doctors’ offices, hospitals).

Mounting properties and system accessories for the Micro-BR wall trunking system (excerpt of product range): 
Base and cover of the trunkings are 2m in length, the trunking base is perforated and with a continuously molded mounting rail for separation plates to separate the systems. Molded parts for rounding  
corners (adjustable), flat angles, T- and cross pieces, end pieces, wall brackets are available. In combination with a wall connection blind a vertical installation (as an installation column) is possible. 
Colour: pure white (9010); other colours on request.   

Device installation / mounting options for the Micro-BR wall trunking system: 
For the direct M45 device installation (without accessory box) out of the extensive range of M45 devices. M45 Schuko sockets (single, double, triple), inclined (33°) or vertically aligned, data outlets,  
roller shutter rocker switch and further accessories in the dimension 45x45mm are available. 

7931 
pack.: 1 pc.

7907 
pack.: 1 pc.

7932 
pack.: 10 pc.

7933 
pack.: 1 pc.

7934 
pack.: 1 pc.

7935 
pack.: 1 pc.

1260 
pack.: 100 m

18730 
pack.: 1 pc.

18733 
pack.: 1 pc.

7955 
pack.: 1 pc.

7912 
pack.: 1 pc.

7956 
pack.: 10 pc.

7957 
pack.: 1 pc.

7958 
pack.: 1 pc.

7959 
pack.: 1 pc.

1260 
pack.: 100 m

18736 
pack.: 1 pc.

18739 
pack.: 1 pc. 

18352 
pack.: 1 pc.

12723 
pack.: 1 pc.

12733 
pack.: 10 pc.

12763 
pack.: 10 pc.

12737 
pack.: 1 pc.

12742 
pack.: 1 pc.

12746 
pack.: 1 pc.

1456 
pack.: 50 m

18700 
pack.: 1 pc.

18704 
pack.: 1 pc.

18304 
pack.: 1 pc.

12796 
pack.: 1 pc.

11722 
pack.: 10 pc.

18410 
pack.: 10 pc.

18350 
pack.: 1 pc.

12798 
pack.: 1 pc.

12800 
pack.: 1 pc.

1456 
pack.: 50 m

18708 
pack.: 1 pc.

18712 
pack.: 1 pc.

18356 
pack.: 1 pc.

11772 
pack.: 1 pc.

18042 
pack.: 10 pc.

18043 
pack.: 10 pc.

12739 
pack.: 1 pc.

12744 
pack.: 1 pc.

12753 
pack.: 1 pc.

1456 
pack.: 50 m

18716 
pack.: 1 pc.

18720 
pack.: 1 pc.



MBRA 60x90/45 
dimension: 60x90mm

natural 
anodised

11 13 5445 
pack.: 6m

5451 
pack.: 2m

6713 
pack.: 1pc.

MBRA 60x90/45 
dimension: 60x90mm

white 
(9010)

11 13 5444 
pack.: 6m

5452 
pack.: 2m

6712 
pack.: 1pc.

MBRA 62x62/45 
dimension: 62x62mm

natural 
anodised

7 8 18200 
pack.: 6m

5451 
pack.: 2m

18208 
pack.: 1pc.

MBRA 62x62/45 
dimension: 62x62mm

white 
(9010)

7 8 18201 
pack.: 6m

5452 
pack.: 2m

18209 
pack.: 1pc.

MBRA 65x130/45 (2-tracks) 
dimension: 65x130mm

natural 
anodised

14 16 18205 
pack.: 6m

5451 
pack.: 2m

18220 
pack.: 1pc.

18211 
pack.: 1pc.

18223 
pack.: 1pc.

MBRA 65x130/45 (2-tracks) 
dimension: 65x130mm

white 
(9010)

14 16 18206 
pack.: 6m

5452 
pack.: 2m

7954 
pack.: 1pc.

18212 
pack.: 1pc.

7955 
pack.: 1pc.

Co
lo

ur

W
iri

ng
A

N
YM

 J3
x1

,5
Ø

 9
,1

m
m

W
iri

ng
A

CA
T 

7 
(d

at
a)

Ø
 8

,0
m

m

W
al

l t
ru

nk
in

g 
ba

se

W
al

l t
ru

nk
in

g 
co

ve
r

Jo
in

t c
lip

In
sid

e 
co

rn
er

 –
ad

ju
st

ab
le

(m
ad

e 
fro

m
 p

la
st

ic)

In
sid

e 
co

rn
er

 9
0°

O
ut

sid
e 

co
rn

er
 –

 
ad

ju
st

ab
le

(m
ad

e 
fro

m
 p

la
st

ic)

WALL TRUNKING SYSTEM  – made from aluminium
Purpose of the system and usage recommendation for the BRA wall trunking system:
Installation in doctors’ offices, hospitals and nursing homes requiring a high level of resistance to detergents and disinfectants or regularly subject to high mechanical loads and with functional interior  
architectural designs (e.g. banks).

Mounting properties and system accessories for the BRA wall trunking system (excerpt of product range):
Base and cover of the trunkings are 2m in length, the trunking base is two-rowed perforated and with a continuously molded DIN rail for the click-mounting of accessory boxes and separation plates to 
separate the systems. Molded parts for rounding corners, flat angles, T- and cross pieces, end pieces, wall brackets are available. Grounding grooves for equipotential bonding (grounding cables must be 
ordered separately). In combination with a wall connection blind a vertical installation (as an installation column) is possible. Colour: natural anodised and white (9010); other RAL colours on request.     

Device installation / mounting options for the BRA wall trunking system:
Compatible with almost all commercially available switch ranges for flush-mounted installation using standard accessory boxes (single and double), for the use of KSE prewired socket units  
(double and triple) and KSE/M45 adapter frames (double and triple) in combination with M45 device modules.  
 

BRA 60x110/80 
dimension: 62x110mm

natural 
anodised

9 10 11700 
pack.: 8m

11735 
pack.: 16m

3195 
pack.: 20pc.

18301 
pack.: 1pc.

18153 
pack.: 1pc.

18300 
pack.: 1pc.

BRA 60x110/80 
dimension: 62x110mm

white 
(9010)

9 10 11701 
pack.: 8m

11738 
pack.: 16m

3195 
pack.: 20pc.

18360 
pack.: 1pc.

18154 
pack.: 1pc.

18352 
pack.: 1pc.

BRA 60x130/80 
dimension: 62x130mm

natural 
anodised

13 15 11741 
pack.: 8m

11735 
pack.: 16m

3195 
pack.: 20pc.

18309 
pack.: 1pc.

18112 
pack.: 1pc.

18308 
pack.: 1pc.

BRA 60x130/80 
dimension: 62x130mm

white 
(9010)

13 15 11703 
pack.: 8m

11738 
pack.: 16m

3195 
pack.: 20pc.

18305 
pack.: 1pc.

18170 
pack.: 1pc.

18304 
pack.: 1pc.

BRA 60x170/80 
dimension: 62x170mm

natural 
anodised

21 24 12754 
pack.: 8m

11735 
pack.: 16m

3195 
pack.: 20pc.

18365 
pack.: 1pc.

12755 
pack.: 1pc.

18357 
pack.: 1pc.

BRA 60x170/80 
dimension: 62x170mm

white 
(9010)

21 24 18145 
pack.: 8m

11738 
pack.: 16m

3195 
pack.: 20pc.

18364 
pack.: 1pc.

18175 
pack.: 1pc.

18356 
pack.: 1pc.

BRA 80x130/80 
dimension: 80x130mm

natural 
anodised

24 28 18147 
pack.: 8m

11735 
pack.: 16m

2947 
pack.: 20pc.

18117 
pack.: 1pc.

BRA 80x130/80 
dimension: 80x130mm

white 
(9010)

24 28 18148 
pack.: 8m

11738 
pack.: 16m

2947 
pack.: 20pc.

18118 
pack.: 1pc.

BRA 80x170/80 
dimension: 80x170mm

natural 
anodised

35 40 18150 
pack.: 4m

11735 
pack.: 16m

2947 
pack.: 20pc.

18120 
pack.: 1pc.

BRA 80x170/80 
dimension: 80x170mm

white 
(9010)

35 40 18151 
pack.: 4m

11738 
pack.: 16m

2947 
pack.: 20pc.

18121 
pack.: 1pc.

BRA wall trunking system 
(cover plate 80mm width)

Micro-BRA wall trunking system 
(cover plate 45mm width)
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MICRO WALL TRUNKING SYSTEM – made from aluminium
Purpose of the system and usage recommendation for the Micro-BRA wall trunking system:
Workstation installation with minimum space requirement in doctors’ offices, hospitals and nursing homes requiring a high level of resistance to detergents and disinfectants or regularly subject to high  
mechanical loads and with functional interior architectural designs (e.g. banks).

Mounting properties and system accessories for the Micro-BRA wall trunking system (excerpt of product range):
Base and cover of the trunkings are 2m in length, the trunking base is perforated (does not apply for the MBRA 62x62) and with a continuously molded mounting rail for separation plates to separate the  
systems (does not apply for the MBRA 62x62). Molded parts for rounding corners, flat angles, T- and cross pieces, end pieces, wall brackets are available. In combination with a wall connection blind a  
vertical installation (as an installation column) is possible. Colour: natural anodised and white (9010); other RAL colours on request.

Device installation / mounting options for the Micro-BRA wall trunking system:
For the direct M45 device installation (without accessory box) out of the extensive range of M45 devices. M45 Schuko sockets (single, double, triple), inclined (33°) or vertically aligned, data outlets,  
roller shutter rocker switch and further accessories in the dimension 45x45mm are available. 

18156 
pack.: 1pc.

18087 
pack.: 10pc.

18090 
pack.: 10pc.

12762 
pack.: 1pc.

12765 
pack.: 1pc.

18159 
pack.: 1pc.

18162 
pack.: 1pc.

18167 
pack.: 1pc.

1456 
pack.: 50m

18702 
pack.: 1pc.

18706 
pack.: 1pc.

1641 
pack.: 50pc.

18157 
pack.: 1pc.

18088 
pack.: 10pc.

18091 
pack.: 10pc.

12733 
pack.: 1pc.

12763 
pack.: 10pc.

18160 
pack.: 1pc.

18164 
pack.: 1pc.

18168 
pack.: 1pc.

1456 
pack.: 50m

18700 
pack.: 1pc.

18704 
pack.: 1pc.

1641 
pack.: 50pc.

18000 
pack.: 1pc.

18100 
pack.: 10pc.

18093 
pack.: 10pc.

11734 
pack.: 1pc.

18500 
pack.: 1pc.

18101 
pack.: 1pc.

18134 
pack.: 1pc.

18123 
pack.: 1pc.

1456 
pack.: 50m

18710 
pack.: 1pc.

18714 
pack.: 1pc.

1641 
pack.: 50pc.

18171 
pack.: 1pc.

18184 
pack.: 10pc.

18185 
pack.: 10pc.

11722 
pack.: 10pc.

18410 
pack.: 10pc.

18102 
pack.: 1pc.

18135 
pack.: 1pc.

18124 
pack.: 1pc.

1456 
pack.: 50m

18708 
pack.: 1pc.

18712 
pack.: 1pc.

1641 
pack.: 50pc.

12756 
pack.: 1pc.

12757 
pack.: 10pc.

18096 
pack.: 10pc.

12766 
pack.: 1pc.

12769 
pack.: 1pc.

12758 
pack.: 1pc.

12759 
pack.: 1pc.

12760 
pack.: 1pc.

1456 
pack.: 50m

18718 
pack.: 1pc.

18722 
pack.: 1pc.

1641 
pack.: 50pc.

18176 
pack.: 1pc.

18186 
pack.: 10pc.

18187 
pack.: 10pc.

18042 
pack.: 10pc.

18043 
pack.: 10pc.

18104 
pack.: 1pc.

18137 
pack.: 1pc.

18126 
pack.: 1pc.

1456 
pack.: 50m

18716 
pack.: 1pc.

18720 
pack.: 1pc.

1641 
pack.: 50pc.

18005 
pack.: 1pc.

18017 
pack.: 10pc.

18024 
pack.: 10pc.

18106 
pack.: 1pc.

18139 
pack.: 1pc.

18128 
pack.: 1pc.

1456 
pack.: 50m

1641 
pack.: 50pc.

18006 
pack.: 1pc.

18018 
pack.: 10pc.

18026 
pack.: 10pc.

18107 
pack.: 1pc.

18140 
pack.: 1pc.

18129 
pack.: 1pc.

1456 
pack.: 50m

1641 
pack.: 50pc.

18008 
pack.: 1pc.

18021 
pack.: 10pc.

18028 
pack.: 10pc.

18109 
pack.: 1pc.

18142 
pack.: 1pc.

18131 
pack.: 1pc.

1456 
pack.: 50m

1641 
pack.: 50pc.

18009 
pack.: 1pc.

18022 
pack.: 10pc.

18029 
pack.: 10pc.

18110 
pack.: 1pc.

18143 
pack.: 1pc.

18132 
pack.: 1pc.

1456 
pack.: 50m

1641 
pack.: 50pc.

6704 
pack.: 1pc.

6707 
pack.: 1pc.

18253 
pack.: 1pc.

6710 
pack.: 1pc.

6720 
pack.: 1pc.

6716 
pack.: 1pc.

1260 
pack.: 100m

18728 
pack.: 1pc.

1641 
pack.: 50pc.

6703 
pack.: 1pc.

6706 
pack.: 1pc.

18251 
pack.: 1pc.

6709 
pack.: 1pc.

6719 
pack.: 1pc.

6715 
pack.: 1pc.

1260 
pack.: 100m

18727 
pack.: 1pc.

1641 
pack.: 50pc.

18214 
pack.: 1pc.

18256 
pack.: 1pc.

18237 
pack.: 1pc.

1260 
pack.: 100m

18725 
pack.: 1pc.

1641 
pack.: 50pc.

18215 
pack.: 1pc.

18238 
pack.: 1pc.

1260 
pack.: 100m

18724 
pack.: 1pc.

1641 
pack.: 50pc.

18217 
pack.: 1pc.

18245 
pack.: 1pc.

18243 
pack.: 1pc.

18226 
pack.: 1pc.

18229 
pack.: 1pc.

18232 
pack.: 1pc.

1260 
pack.: 100m

18737 
pack.: 1pc.

18740 
pack.: 1pc.

1641 
pack.: 50pc.

18218 
pack.: 1pc.

18246 
pack.: 1pc.

7956 
pack.: 10pc.

18227 
pack.: 1pc.

18230 
pack.: 1pc.

18233 
pack.: 1pc.

1260 
pack.: 100m

18736 
pack.: 1pc.

18739 
pack.: 1pc.

1641 
pack.: 50pc.
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BRS 60x110/80 
dimension: 62x110mm

white
(9010)

12 14 11783 
pack.: 4m

11719 
pack.: 16m

2915 
pack.: 20pc.

18360 
pack.: 1 pc.

11744 
pack.: 1pc.

18352 
pack.: 1pc.

11786 
pack.: 1pc.

BRS 60x130/80 
dimension: 62x130mm

white
(9010)

16 18 11726 
pack.: 4m

11719 
pack.: 16m

2915 
pack.: 20pc.

18305 
pack.: 1 pc.

12807 
pack.: 1pc.

18304 
pack.: 1pc.

12814 
pack.: 1pc.

BRS 60x170/80 
dimension: 62x170mm

white
(9010)

24 29 11748 
pack.: 4m

11719 
pack.: 16m

2915 
pack.: 20pc.

18364 
pack.: 1 pc.

11796 
pack.: 1pc.

18356 
pack.: 1pc.

11799 
pack.: 1pc.

BRS 60x200/80 
dimension: 62x200mm

white
(9010)

32 36 11655 
pack.: 4m

11719 
pack.: 16m

2915 
pack.: 20pc.

12863 
pack.: 1pc.

12865 
pack.: 1pc.

BRS 80x110/80 
dimension: 80x110mm

white
(9010)

18 22 11752 
pack.: 4m

11719 
pack.: 16m

2947 
pack.: 20pc.

11809 
pack.: 1pc.

12575 
pack.: 1pc.

BRS 80x130/80 
dimension: 80x130mm

white
(9010)

24 29 11756 
pack.: 4m

11719 
pack.: 16m

2947 
pack.: 20pc.

12591 
pack.: 1pc.

12593 
pack.: 1pc.

BRS 80x170/80 
dimension: 80x170mm

white
(9010)

36 42 11760 
pack.: 4m

11719 
pack.: 16m

2947 
pack.: 20pc.

12603 
pack.: 1pc.

12605 
pack.: 1pc.

BRS 80x200/80 
dimension: 80x200mm

white
(9010)

44 51 11659 
pack.: 4m

11719 
pack.: 16m

2947 
pack.: 20pc.

12867 
pack.: 1pc.

12869 
pack.: 1pc.

BRS 100x110 
dimension: 100x110mm

white
(9010)

27 34 11764 
pack.: 4m

11719 
pack.: 16m

2958 
pack.: 20pc.

12616 
pack.: 1pc.

12618 
pack.: 1pc.

BRS 100x130 
dimension: 100x130mm

white
(9010)

34 43 11768 
pack.: 4m

11719 
pack.: 16m

2958 
pack.: 20pc.

12686 
pack.: 1pc.

12688 
pack.: 1pc.

BRS 100x170 
dimension: 100x170mm

white
(9010)

43 63 11779 
pack.: 4m

11719 
pack.: 16m

2958 
pack.: 20pc.

12699 
pack.: 1pc.

12701 
pack.: 1pc.

BRS 100x200 
dimension: 100x200mm

white
(9010)

57 76 11651 
pack.: 4m

11719 
pack.: 16m

2958 
pack.: 20pc.

12871 
pack.: 1pc.

12873 
pack.: 1pc.

BRS 120x120 Pult/asymmetrical 
dimension: 120x120mm

white
(9010)

32 40 24000 
pack.: 4m

11719 
pack.: 16m

2898 
pack.: 20pc.

24018 
pack.: 1pc.

24021 
pack.: 1pc.

BRS 120x120 Pult/symmetrical 
dimension: 120x120mm

white
(9010)

30 38 24003 
pack.: 4m

11719 
pack.: 16m

2898 
pack.: 20pc.

24006 
pack.: 1pc.

24009 
pack.: 1pc.

MBRS 60x90/45 
dimension: 60x90mm

white
(9010)

11 13 6861 
pack.: 6m

6853 
pack.: 20m

6845 
pack.: 1pc.

6833 
pack.: 1pc.

MBRS 80x80/45 Pult/symmetrical 
dimension: 80x80mm

white
(9010)

9 11 6879 
pack.: 6m

6853 
pack.: 20m

6856 
pack.: 20pc.

6871 
pack.: 1pc.
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WALL TRUNKING SYSTEM – made from sheet steel
Purpose of the system and usage recommendation for the BRS wall trunking system:
Workstation installations in offices, hotels and gastronomy, doctors’ and lawyers’ offices, workstations in industries with particularly high mechanical loads. Colour matching to the individual company  
CI-guidelines are possible. 

Mounting properties and system accessories for the BRS wall trunking system (excerpt of product range):
Base and cover of the trunkings are 2m in length, the trunking base is two-rowed perforated for wall- and console-mounting. Trunking base and cover with self-grounded contact areas. Grounding straps for 
equipotential bonding (grounding cables must be ordered separately). Molded parts for rounding corners, flat angles, T- and cross pieces, end pieces, wall brackets are available. In combination with a wall 
connection blind a vertical installation (as an installation column) is possible. Colour: pure white (9010); hot-dip coated, other RAL colours on request.    

Device installation / mounting options for the BRS wall trunking system:
Compatible with almost all commercially available switch ranges for flush-mounted installation using standard front-mounted accessory boxes (single and double), for the use of KSE prewired socket units 
(double and triple) and KSE/M45 adapter frames (double and triple) in combination with M45 device modules.

BRS wall trunking system 
(cover plate 80mm width)

Micro-BRS wall trunking system 
(cover plate 45mm width)
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12771 
pack.: 10pc.

11788 
pack.: 10pc.

12733 
pack.: 10pc.

12763 
pack.: 10 pc.

11790 
pack.: 1pc.

11792 
pack.: 1pc.

11794 
pack.: 1pc.

11714 
pack.: 40m

18700 
pack.: 1pc.

18704 
pack.: 1pc.

1640 
pack.: 50pc.

12778 
pack.: 10pc.

12817 
pack.: 10pc.

11722 
pack.: 10pc.

18410 
pack.: 10 pc.

12819 
pack.: 1pc.

12822 
pack.: 1pc.

12824 
pack.: 1pc.

11714 
pack.: 40m

18708 
pack.: 1pc.

18712 
pack.: 1pc.

1640 
pack.: 50pc.

12782 
pack.: 10pc.

11801 
pack.: 10pc.

18042 
pack.: 10pc.

18043 
pack.: 10 pc.

11803 
pack.: 1pc.

11805 
pack.: 1pc.

11807 
pack.: 1pc.

11714 
pack.: 40m

18716 
pack.: 1pc.

18720 
pack.: 1pc.

1640 
pack.: 50pc.

12898 
pack.: 10pc.

11816 
pack.: 10pc.

12875 
pack.: 1pc.

12881 
pack.: 1pc.

12892 
pack.: 1pc.

11714 
pack.: 40m

1640 
pack.: 50pc.

12577 
pack.: 10pc.

12828 
pack.: 10pc.

12579 
pack.: 1pc.

12581 
pack.: 1pc.

12589 
pack.: 1pc.

11715 
pack.: 40m

1640 
pack.: 50pc.

12595 
pack.: 10pc.

12830 
pack.: 10pc.

12597 
pack.: 1pc.

12599 
pack.: 1pc.

12601 
pack.: 1pc.

11715 
pack.: 40m

1640 
pack.: 50pc.

12607 
pack.: 10pc.

12832 
pack.: 10pc.

12609 
pack.: 1pc.

12611 
pack.: 1pc.

12613 
pack.: 1pc.

11715 
pack.: 40m

1640 
pack.: 50pc.

12900 
pack.: 10pc.

12901 
pack.: 10pc.

12877 
pack.: 1pc.

12888 
pack.: 1pc.

12864 
pack.: 1pc.

11715 
pack.: 40m

1640 
pack.: 50pc.

12622 
pack.: 10pc.

12847 
pack.: 10pc.

12626 
pack.: 1pc.

12682 
pack.: 1pc.

12684 
pack.: 1pc.

11713 
pack.: 40m

1640 
pack.: 50pc.

12690 
pack.: 10pc.

12849 
pack.: 10pc.

12692 
pack.: 1pc.

12694 
pack.: 1pc.

12696 
pack.: 1pc.

11713 
pack.: 40m

1640 
pack.: 50pc.

12703 
pack.: 10pc.

12851 
pack.: 10pc.

12705 
pack.: 1pc.

12712 
pack.: 1pc.

12715 
pack.: 1pc.

11713 
pack.: 40m

1640 
pack.: 50pc.

12860 
pack.: 10pc.

12859 
pack.: 10pc.

12879 
pack.: 1pc.

12890 
pack.: 1pc.

12896 
pack.: 1pc.

11713 
pack.: 40m

1640 
pack.: 50pc.

240241 
pack.: 1pc.

240272 
pack.: 1pc.

1640 
pack.: 50pc.

24012 
pack.: 1pc.

1640 
pack.: 50pc.

6837 
pack.: 1pc.

6841 
pack.: 1pc.

6857 
pack.: 1pc.

6849 
pack.: 1pc.

1640 
pack.: 50pc.

6875 
pack.: 1pc.

1640 
pack.: 50pc..

En
d 

pi
ec

e 
(s

te
el

)
ov

er
la

pp
in

g 
on

 
3-

sid
es

En
d 

pi
ec

e 
(s

te
el

)
ov

er
la

pp
in

g 
on

 
4-

sid
es

En
d 

pi
ec

e 
(p

la
st

ic)
ov

er
la

pp
in

g 
on

 
3-

sid
es

En
d 

pi
ec

e 
(p

la
st

ic)
ov

er
la

pp
in

g 
on

 
4-

sid
es

Ve
rti

ca
l c

or
ne

r

T-
pi

ec
e

Cr
os

s 
pi

ec
e

Se
pa

ra
tio

n 
pl

at
e

W
al

l c
on

ne
ct

io
n 

bl
in

d
(o

ve
rla

pp
in

g 
on

 
3-

sid
es

)

W
al

l c
on

ne
ct

io
n 

bl
in

d
(o

ve
rla

pp
in

g 
on

 
4-

sid
es

)

Gr
ou

nd
in

g 
str

ip
 

w
ith

 ca
bl

e 
 

co
nn

ec
tio

ns
, 

30
0m

m
 le

ng
th

MICRO WALL TRUNKING SYSTEM – made from sheet steel
Purpose of the system and usage recommendation for the Micro-BRS wall trunking system:
Workstation installation with minimum space requirement in offices, hotels and gastronomy, doctors’ and lawyers’ offices, workstations in industries with particularly high mechanical loads. Colour matching 
to the individual company CI-guidelines are possible. 

Mounting properties and system accessories for the Micro-BRS wall trunking system (excerpt of product range):
Base and cover of the trunkings are 2m in length, the trunking base is perforated for wall- and console-mounting. Grounding straps for equipotential bonding (grounding cables must be ordered separately). 
Molded parts for rounding corners, flat angles, T- and cross pieces, end pieces, wall brackets are available. Colour: pure white (9010); hot-dip coated, other RAL colours on request. 

Device installation / mounting options for the Micro-BRS wall trunking system:
For the direct M45 device installation (without accessory box) out of the extensive range of M45 devices. M45 Schuko sockets (single, double, triple), inclined (33°) or vertically aligned, data outlets, roller 
shutter rocker switch and further accessories in the dimension 45x45mm are available.

Al
l i

nd
ica

tio
ns

 w
ith

ou
t e

ng
ag

em
en

t, 
su

bj
ec

t t
o 

m
od

ifi
ca

tio
ns

 · 
O

th
er

 c
ol

ou
rs

 o
n 

re
qu

es
t ·

 A
ll 

pi
ct

ur
es

 a
nd

 d
ra

w
in

gs
 s

im
ila

r 

De
vi

ce
 in

st
al

la
tio

n:
 s

ee
 „

Ac
ce

ss
or

ie
s“

 (p
ag

e 
9 

an
d 

10
)

1 end cap left · 2 end cap right



Perfect Cable Coaching

 
ACCESSORIES (selected)

Separation plates   
for BR, MBR, BRA, MBRA, BRS wall trunkings

Prewired socket units   
for BR, BRA and BRS wall trunkings (with 80mm cover)

M45 Adapter frames   
for BR, BRA and BRS wall trunkings (with 80mm cover), Device installation: see page 10

Accessory boxes   
for BR, BRA and BRS wall trunkings (with 80mm cover)

Description Art. no

Separation plate TRENN60 extra, PVC,
for BR and BRA wall trunkings,
for middle division, 60mm height 

1456 
pack.: 50m

Separation plate TRENN60, PVC,
for MBR and MBRA wall trunkings,
for 60mm height 

1260 
pack.: 100m

Description Art. no

KSE-P/Dialog-2 prewired socket unit, 
double Schuko, 80mm,
colour: white, incl. label field,
for BR, BRA and BRS wall trunkings, 
front-mounted

36782 
pack.: 4pc.

KSE 50/Dialog-2 prewired socket unit, 
double Schuko, 80mm,
colour: white, incl. label field,
for BR and BRA wall trunkings,
floor-mounted

21280 
pack.: 4pc.

Description Art. no

M45 adapter frame, double, empty, 
mountable with M45 devices (see page 10),
colour: white, front-mounted,
for BR, BRA and BRS wall trunkings, 
incl. label field; for horizontal installation

4658 
pack.: 1pc.

M45 adapter frame, double, empty, 
mountable with M45 devices (see page 10),
colour: white, front-mounted,
for BR, BRA and BRS wall trunkings, 
incl. label field; for vertical installation

4664 
pack.: 1 pc.

Description Art. no

KSE-P/Dialog-3 prewired socket unit, 
triple Schuko, 80mm,
colour: white, incl. label field,
for BR, BRA and BRS wall trunkings, 
front-mounted

36783 
pack.: 4pc.

KSE 50/Dialog-3 prewired socket unit, 
triple Schuko, 80mm,
colour: white, incl. label field,
for BR and BRA wall trunkings, 
floor-mounted

31280 
pack.: 4pc.

Description Art. no

M45 adapter frame, triple, empty, 
mountable with M45 devices (see page 10),
colour: white, front-mounted,
for BR, BRA and BRS wall trunkings, 
incl. label field; for horizontal installation

4661 
pack.: 1pc.

M45 adapter frame, triple, empty, 
mountable with M45 devices (see page 10),
colour: white, front-mounted,
for BR, BRA and BRS wall trunkings,
incl. label field; for vertical installation

4667 
pack.: 1pc.

Description Art. no

GDX/P accessory box, 
single hole, front-mounted, 47mm,
for standard 80mm devices, 
for BR, BRA and BRS wall trunkings 

3677 
pack.: 40pc.

GED 50 accessory box, 
single hole, floor-mounted, 50mm,
for standard 80mm devices, 
for BR and BRA wall trunkings 

1261 
pack.: 40pc.

Mounting holder 50, for data outlets,
single hole, floor-mounted, 
for standard 80mm devices, 
for BR and BRA wall trunkings,
1 with divider frame / 2 without divider frame

32031 

32042 
pack.: 1pc.

Description Art. no

GDX/P2 accessory box, 
double hole, front-mounted, 47mm,
for standard 80mm devices, 
for BR, BRA and BRS wall trunkings 

3678 
pack.: 20pc.

GED 50/2 accessory box, 
double hole, floor-mounted, 50mm,
for standard 80mm devices, 
for BR and BRA wall trunkings 

1280 
pack.: 20pc.

Description Art. no

Separation plate TRENN/S,
made from sheet steel for BRS wall trunkings, 
60mm height
80mm height
100mm height 
 
 

 
 

11714
11715
11713 

pack.: 40m

All pictures and drawings similar
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ACCESSORIES (selected)

Console mounting   
for BR, BRA, BRS and Micro-BR, Micro-BRA, Micro-BRS wall trunkings

Further accessories on request

Description Dimension Art. no

M45 SCHUKO socket,
(16A, 250V), double pole, 
single, 33° inclined, 
with clamp terminals,
colour: white

45x45mm 6964 
pack.: 1 pc.

M45 SCHUKO socket,
(16A, 250V), double pole, 
double, 33° inclined,  
with clamp terminals,
colour: white
 

45x45mm 6944 
pack.: 1 pc.

M45 SCHUKO socket,
(16A, 250V), double pole, 
triple, 33° inclined,
with clamp terminals,
colour: white

45x45mm 6936 
pack.: 1 pc.

M45 Keystone-Adapter,
double hole,
colour: white

45x45mm 6631 
pack.: 1 pc.

M45 Systimax-Adapter,
double hole,
with label field,
colour: white

45x45mm 6636 
pack.: 1 pc.

Description Dimension Art. no

M45 Toggle switch
(16A, 250V), 2-way 
switch, single pole,  
with clamp terminals,
colour: white

45x45mm 6989 
pack.: 1 pc.

M45 Rocker switch
(16A, 250V), 1-way 
switch, double pole,  
with clamp terminals,
colour: white

45x45mm 7026 
pack.: 1 pc.

M45 Pushbutton
(16A, 250V), 2-way 
pushbutton, single pole, 
with clamp terminals,
colour: white

45x45mm 7029 
pack.: 1 pc.

M45 Roller shutter rocker 
switch, (10A, 250V), with 
electrical and mechanical 
interlocking, single pole, 
with clamp terminals

45x45mm 7025 
pack.: 1 pc.

M45 Blind plate, 
colour: white

45x45mm 6913 
pack.: 1 pc.

M45 Blind plate, 
color: white

45x22,5mm 6912 
pack.: 1 pc.

M45 Separate label field,
colour: white

45x22,5mm 6637 
pack.: 1 pc.

Description Adjustment 
Area

Art. no 

WKV-0 Console for wall trunking, adjustable 30-55mm 3578 
pack.: 10pc.

WKV-1 Console for wall trunking, adjustable 45-60mm 3581 
pack.: 10pc.

WKV-2 Console for wall trunking, adjustable 65-95mm 3584 
pack.: 10pc.

WKV-3 Console for wall trunking, adjustable 82-123mm 3582 
pack.: 10pc.

WKV-4 Console for wall trunking, adjustable 118-176mm 3583 
pack.: 10pc.

WKV-5 Console for wall trunking, adjustable 172-276mm 3585 
pack.: 10pc.

WKV-6 Console for wall trunking, adjustable 276-367mm 2137 
pack.: 10pc.

Description Art. no 

Fin for wall trunking, made from aluminium,  
angled, 2m length, natural anodised 

3910 
pack.: 20m

Fin for wall trunking, made from aluminium,  
angled, 2m length, coated in white 

3912 
pack.: 20m

Fin for wall trunking, made from aluminium,  
straight, 2m length, natural anodised 

3586 
pack.: 20m

Fin for wall trunking, made from aluminium,  
straight, 2m length, coated in white 

3588 
pack.: 20m

Fin support for wall trunking, for 5 fins,  
coupleable, color: anthracite 

3589 
pack.: 20pc.

Fin support for wall trunking, for 5 fins,  
coupleable, color: white 

13589 
pack.: 20pc.

Connecting piece for fins (angled) 3985 
pack.: 20pc.

M45 Device installation   
for Micro-BR, Micro-BRA and Micro-BRS wall trunkings · for BR, BRA and BRS wall trunkings (in combination with M45 adapter frame)

All indications without engagement, subject to modifications. 

All pictures and drawings similar
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GGK GmbH & Co. KG

Gerhard-Grün-Str. 1
35753 Greifenstein-Beilstein
Germany

Phone:  +49 (0) 2779 / 915-0
Fax  +49 (0) 2779 / 915-122

e-mail:  export@ggk-online.com
Internet:  www.ggk-online.com

· Leading specialist in plastic and metal    
 cable management systems

· Owner managed, group-independent company

· Modern production plant    

· Environmentally friendly, resource-efficient production 

· Own, innovative product development

· High product availability from stock

· Wide variety of national and international certificates

· Certification according to ISO 9001:2008

· High quality products „Made in Germany“

· Over 25 years of experience




